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| On August 27, 1980. and September IS. l^O. C|p$ain 
James C. '.Bowles, Community Service division, ion^“ 

Police Department , furnished the following information. 

Captain Bowies was a supervisory police sergeant 

beSt over-all knowledge of all the personnel still 
employed by the Dallas Police Department of the ^y the 
communications system .generally operated at the _ 

!TiS: Communicat ions Division during 1963 and by considerable i 
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research he has done on his own concerning the communications 
system of the Dallas Police Department during approximately 
the past three years. 
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. Captain Bowles stated that since he did not have 

personal knowledge of the technical specifics of the radio 
| system in operation at that time, he would like to refer 

specific equipment questions Communications 

' (b) C~ l J( r ') Servi ces. He recommended that & long time 

| Communications Services employee, 

; concerning this inquiry. 



initially contacted 



t 



f 



l 

i 



Captain Bowles stated that he has personal knowledge 
that Channel One was utilized for routine communications 
and operations on November 22, 1963. All radio traffic 
on Channel One was recorded at the Dispatch Center of the 
Dallas Police Department using a Dictaphone A 2TC Model 5 
belt recorder. The output of the bridge mixer was connected 
directly into the voice operated relay of the recording 
device. The recordings were alternated between two dictaphone 
machines so as to allow the recording belt to be changed with 
minimal interruption of the recording process. He noted that 
the worm gear on the dictaphone was characteristically 
unreliable inasmuch as it often failed to maintain proper 
tracking. Improper tracking caused repeating of tracks in 
the playback mode. 




1 Channel Two on November 22, 1963, was utilized by 

motorcade associated with the visit of President Kennedy to 
Dallas, Texas. Channel Two radio transmissions were recorded 
at the Dispatch Center by means of a Gray Audograph disc type 
recorder connected in the same fashion as the dictaphone recorder 
was to Channel One. A companion unit was provided to maintain 
uninterrupted coverage. 



The original belts and discs, containing recordings 
of radio transmissions at or about the time of the assassination 
of President Kennedy were provided to the FBI within a few 
days of that event. Several days later an FBI Agent returned 
the belts and discs to Captain Bowles personally, with the 
explanation that the FBI was experiencing difficulty in preparing 
a transcript of those recordings due to a lack of familiarity 
with the Dallas Police Department radio parlance and terminology. 



2 



V 



ASSASSINATION OF PRESIDENT 
JOHN FITZGERALD KENNEDY 



t 

a>)r>Xi) 



$81 
CVtiKc > 



Captain Bowles maticulously reviewed the original belts and 
discs in order to prepare a transcript. It was necessary' to t 
stop and start the playback machine many times in order to 
prepare an accurate transcript. The stylus of the dictaphone 
playback machine was inserted into previously recorded track 
on many occasions and in many different locations. It is 
Captain Bowles’ opinion that the playback process, including 
the numerous placings of the stylus on the previously recorded 
track, may have created degradations of the original recorded 
material, as well as actually adding new impulses to the 
track. 

Captain Bowles stated that he made a reel-to-reel 
tape recording of the original dictaphone belts using a 
Wollensak recorder provided him by the FBI during the time 
he was transcribing tKe original belts in the early part of 
1964. One original copy was provided to the FBI, and he 
personally retained another copy. The reel-to-reel recordings 
were made by playing the originals on the appropriate playback 
devices and placing the microphone of the tape recorder next 
to the playback speaker. There was no direct wire connection 
between the playback device and the tape recorder. 
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Communications Services^clty^ 
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The radio system consisted of two channels, namely 
Channel One and Channel Two. -- 

Channel One was a duplex repeater operation. The 
main transmitter was a Motorola device located at Fair Park, 
Dallas, Texas, and transmitting on 45.66 U/Hz. The auxiliary 
transmitter operated on the same frequency, was manufactured 
by RCA, and was located on the Fifth Floor of the Dallas City 
Jail, 106 South Harwood. Two Motorola receivers were utilised 
operating on '45.74 M/Hz. One was located on the Jefferson 
Tower Building in the 200 block of West Jefferson, Dallas, 

Texas, and the other was located on the Stoneleigh Hotel, 

Dallas, Texas. These’were connected by dedicated telephone 
line to the Disptach Center, 106 South Harwood. All antennas 
were Andrews quarter-wave trombones with ground plane. These 
telephone lines carried a "1FR" designation and were high grade 
audio lines. The lines were interfaced with the receivers by 
use of Western Electric 111C repeat coils. The lines entered 
a select switch to enable muting of either receiver. The 
received signal then entered a Collins monitor amplifier and 
from that went into a loudspeaker on the dispatch console. 

The signal from the monitor amplifier also fed a Western Electric 
type 52A headset, a bridge mixer which was connected to a 
dictaphone recorder, and a dispatcher and mobile audio mixer. 

The headset . microphone fed a Collins pre-amplifier. That device 
fed the briuge mixer and the dispatcher and mobile audio mixer, 
6upra. Both of these mixers were active amplifiers utilized 
to isolate the input signals, one from the other. The dispatcher 
and mobile audio mixer fed a Collins line amplifier which was 
then connected to the main or auxiliary transmitter by use of 
a selector switch. The main transmitter was connected by a 
high grade audio quality dedicated line, and the auxiliary 
transmitter was connected by house cable. 

Mobile units transmitted on 45.74 M/Hz. Motorcycles, 
both two and three wheel models, were equipped with Motorola 
Model T 31 BAT-1130A transceivers with a hand-held military 
style teardrop microphone, using a transistorized element. 

The Channel Two system was a simplex operations 
utilizing 45.78 M/Hz. * J The equipment designations and 
connections were the same as for Channel One except for 
the deletion of the dispatcher and mobil audio mixer, the 
substitution of a Gray Audiograph disc recorder attached to 
the bridge mixer rather tha a dictaphone, and the substitution 
for the Stoneleigh Hotel receiver site by a receiver located 
on the Southland Center, Dallas, Texas. 




